Needed... 


110g mhrb 

1.51 distilled water 

Naphtha 

Sodium hydroxide (lye) 

2 reg mouth quart masons with metal lids 
Dropper or baster or similar 

Something to mix your water and lye that you can pour from easily 
Glass Collection dish (to receive the solvent)x4 
Stainless Steel pot of water 

Hot water bath... 

Just heat up some water in a stainless pot and place on an electric warmer or lowest possible 
heat on only electric No Gas or just keep the water piping hot to the touch my warmer keeps 
mine between 130 and 150 

Grind bark 

Place 55g in each mason 

Slowly add 50g lye to 750ml water *it will get warm thus is normal 
You can just wait or stir gently with a long stainless steel spoon 

Pour this into the first jar and seal with lid then swirl it up and make sure the bark is saturated 
then place that jar into the hot water bath 

Slowly stir 50g lye into another 750ml water and repeat as with the first jar 
Leave jars for a min of 1 hr, I prefer 2hrs 
Add 50 ml naptha to each jar 

Flip the jar bottom over top/top over bottom several times then place in hot water bath, allow 
solvent to float to top then repeat the flipping and do this cycle several more times 

Use dropper, baster or something similar to suction only the top naphtha layer and try your very 



best not to pull the layer underneath , this is your first pull and you want to deposit saturated 
solvent into a shallow glass dish 

Repeat this for the second jar and deposit solvent being pulled into the same shallow dish 

Place first collection dish covered in the freezer for 24 to 48 hrs (24 is sufficient) 

Pour 50ml naphtha into each jar again and repeat process for second pull 

Now after solvent is pulled the second time, add 10g lye to each jar, test ph... Your aiming for a 
phi 3-14, add in increments of 5g after the initial lOg until phi 3-14 

Add 50ml naphtha again and a reminder that the jars should stay hot throughout this process... 
Repeat the process for 3rd pull 

Add 50ml naphtha and repeat for 4th 

Discard remaining once 4th is complete 

After freeze precipitation for a min of 24hrs there will be small crystals 

Pour off naphtha quickly (can use filter to catch or just pour off if reusing solvent) 

Evaporate under cool fan for 1-2hrs 

Once crystals are dry it's ready to vape or you can recrystallise for larger crystals and or further 
wash and purify 



